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___________________________________________________________________________ 

Installationsanvisning / Assembly instruction 
Art nr: 162041D / 162061D 

Armaturen ska monteras av behörig installatör.
Viktigt: Bryt spänningen före installation. 

Installation: 
1. Försäkra er om att spänning och frekvens på armaturen och nätet överensstämmer. 
2. Montera fästet i taket fig.1. Anslut till drivdonet. 
3. Lås kablarna med drivdonets avlastare fig.2. Vik tillbaka takkoppen. 
4. Metallskärmen kläms fast med bländskyddet (A), fig.1. Till glasskärmen används en separat 

metallring (B) som fixeras med bländskyddet, fig.2.

Needs to be installed by electrician.
Important: Switch off the mains voltage before Installation. 

Installation: 
1. Ensure that voltage and Hz on the fixture and mains voltage are the same 
2. Mount the driver holder in the ceiling fig.1. Connect to the driver. 
3. Lock the cables with the clamp fig.2. Fold up the cup toward the ceiling. 
4. Fix the metal shade with the diffuser (A), fig.3. Use the separate ring (B) for the glass shade, fig.4.
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COMPOSE 
Pendel

230V 50Hz 5W IP20 

Ljuskällan och drivdonet i denna armatur får endast bytas ut av tillverkaren eller av tillverkaren 
utsedd person. 
The light source and control gear contained in this luminaire shall only be replaced by the 
manufacturer or a person designated by the manufacturer. 

162041D 
162061D

Denna produkt innehåller en ljuskälla med energieffektivitetsklass E / This product contains a light source of energy efficiency class E
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Rengöringsinstruktioner och återvinningsanvisningar finns på www.zero.se 
Cleaning and recycling instructions are available at www.zerolighting.com
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